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Environmental Protection Agency § 1065.360 

your ability to show that engines com-
ply with all applicable emission stand-
ards. 

§ 1065.355 H2O and CO2 interference 
verification for CO NDIR analyzers. 

(a) Scope and frequency. If you meas-
ure CO using an NDIR analyzer, verify 
the amount of H2O and CO2 inter-
ference after initial analyzer installa-
tion and after major maintenance. 

(b) Measurement principles. H2O and 
CO2 can positively interfere with an 
NDIR analyzer by causing a response 
similar to CO. If the NDIR analyzer 
uses compensation algorithms that uti-
lize measurements of other gases to 
meet this interference verification, si-
multaneously conduct these other 
measurements to test the compensa-
tion algorithms during the analyzer in-
terference verification. 

(c) System requirements. A CO NDIR 
analyzer must have combined H2O and 
CO2 interference that is within ±2 % of 
the flow-weighted mean concentration 
of CO expected at the standard, though 
we strongly recommend a lower inter-
ference that is within ±1%. 

(d) Procedure. Perform the inter-
ference verification as follows: 

(1) Start, operate, zero, and span the 
CO NDIR analyzer as you would before 
an emission test. 

(2) Create a water-saturated CO2 test 
gas by bubbling a CO2 span gas through 
distilled water in a sealed vessel at (25 
±10) °C. 

(3) Introduce the water-saturated CO2 
test gas upstream of any sample dryer, 
if one is used during testing. 

(4) Allow time for the analyzer re-
sponse to stabilize. Stabilization time 
may include time to purge the transfer 
line and to account for analyzer re-
sponse. 

(5) While the analyzer measures the 
sample’s concentration, record its out-
put for 30 seconds. Calculate the arith-
metic mean of this data. 

(6) Multiply this mean value by the 
ratio of expected CO2 to span gas CO2 
concentration. In other words, esti-
mate the flow-weighted mean dry con-
centration of CO2 expected during test-
ing, and then divide this value by the 
concentration of CO2 in the span gas 
used for this verification. Then mul-

tiply this ratio by the mean value re-
corded during this verification. 

(7) The analyzer meets the inter-
ference verification if the result of 
paragraph (d)(6) of this section is with-
in ±2 % of the flow-weighted mean con-
centration of CO expected at the stand-
ard. 

(e) Exceptions. The following excep-
tions apply: 

(1) You may omit this verification if 
you can show by engineering analysis 
that for your CO sampling system and 
your emission calculations procedures, 
the combined CO2 and H2O interference 
for your CO NDIR analyzer always af-
fects your brake-specific CO emission 
results within ±0.5 % of the applicable 
CO standard. 

(2) You may use a CO NDIR analyzer 
that you determine does not meet this 
verification, as long as you try to cor-
rect the problem and the measurement 
deficiency does not adversely affect 
your ability to show that engines com-
ply with all applicable emission stand-
ards. 

HYDROCARBON MEASUREMENTS 

§ 1065.360 FID optimization and 
verification. 

(a) Scope and frequency. For all FID 
analyzers perform the following steps: 

(1) Calibrate a FID upon initial in-
stallation. Repeat the calibration as 
needed using good engineering judg-
ment. 

(2) Optimize a FID’s response to var-
ious hydrocarbons after initial ana-
lyzer installation and after major 
maintenance. 

(3) Determine a FID’s methane (CH4) 
response factor after initial analyzer 
installation and after major mainte-
nance. 

(4) Verify methane (CH4) response 
within 185 days before testing. 

(b) Calibration. Use good engineering 
judgment to develop a calibration pro-
cedure, such as one based on the FID- 
analyzer manufacturer’s instructions 
and recommended frequency for cali-
brating the FID. Alternately, you may 
remove system components for off-site 
calibration. Calibrate using C3H8 cali-
bration gases that meet the specifica-
tions of § 1065.750. We recommend FID 
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